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1. ALL WOOD SHALL BE FIRE RETARDANT AS REQUIRED BY NYC 
BUILDING CODE. 

2. PARTITION DIMENSIONS ARE TO CENTERLINE OF PARTITION 
UNLESS OTHERWISE NOTED. 

3. CENTERLINES OF PARTITIONS ABUTTING WINDOW COLUMNS SHALL 
BE CENTERED ON THE COLUMNS, UNLESS OTHERWISE NOTED. 

4. PARTITIONS NOT LOCATED BY A FIXED DIMENSION ON THE PLAN SHALL 
BE LOCATED AS SHOWN ON THE REFLECTED CEILING PLAN. PARTITiONS 
SHALL BE CENTERED ON THE TILE OR SPLINE AS SHOWN. 

5. LOCATE ALL DOORS 6 IN. MINIMUM DISTANCE FROM ADJACENT 
INTERSECTING WALLS UNLESS OTHERWISE NOTED. 

6. EXISTING FLOOR TILE SHALL BE CLEANED, WALL PARTITION AND FINISHES 
WHERE REQUIRED. SHALL BE RESTORED AS DIRECTED BY THE ENGINEER. 
THE CONTRACTOR SHALL BE REIMBURSED FOR SUCH 

RESTORATION ON A NET COST. SEE SECTION OF DIVISION #1 
"NET COST WORK". 

7. RUBBER BASE SHALL BE INSTALLED ON ALL PARTITIONS. BOTH SIDES 
UNLESS OTHERWISE NOTED. 

8. THE CONTRACTOR SHALL PAINT ALL WALL SURFACES UNLESS OTHERWISE 
NOTED IN FINISH SCHEDULE. 

9. THE CONTRACTOR SHALL PAINT EXISTING WALLS THAT ARE CUT AND/OR 
PATCHED. THE ENTIRE WALL SHALL BE PAINTED UP TO THE NEAREST 
EXTERNAL OR INTERNAL CORNER OR DOOR FRAME. COLOR SHALL MATCH 
EXISTING, UNLESS OTHERWISE NOTED IN FINISH SCHEDULE. 

10. THE CONTRACTOR SHALL MODIFY EXISTING ACOUSTIC CEIUNG TILES AS 
REQUIRED TO ACCOMMODATE LAYOUT AS SHOWN ON REFLECTED CEILING 
PLAN P-l DWG. A-29 AND SHALL REMOVE AND REPLACE EXISTING TILES 
AS REQUIRED FOR MECHANICAL PLUMBING, ETC.. INSTALLATIONS. 
AS DIRECTED BY THE ENGINEER. 

U. CONTRACTOR SHALL SUBMIT COLOR PAINT SAMPLES FOR APPROVAL 
BY ENGINEER. 
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